Declaration of performance
According to regulation (EU) 305/2011 and delegated act (EU) No. 574/2014

DOP- SK-062021-AA_001

Unique identification

code of the prodisct: HDM AVANTI ACOUSTIC wall and ceiling panels

Intended use/s: Ceiling membrane components for suspended ceilings in dry environments
(EN 13964),
Wood-based panels for non load-bearing use in dry conditions (EN 13986)

Manufacturer: HDM NV
Kiezel Kleine Brogel 57
3990 Peer
Belgium

Harmonised technical gy 13964-2014

specification: EN 13986:2004+A1:2015

System/s of assessment and verification of

constancy of performance of the construction System 3

product(AVCP):

- MPA Dresden NB 0767 (Reaction to fire)
f !
Natified by WKI Braunschweig NB 0765 (Formaldehyde)
Essential characteristics Standard Performance
— 7 :
eat?tfon to fire (with corner EN 13501-1 B-s2, DO

profile)

Formaldehyde emission EN 717-1 El

Sound absorption | EN ISO 11654 Classe B ay, = 0.8 (E-100)

Flexural Tensile strength EN 13964 Class A / no load

Durability | EN 13564 | A
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Signed for and on behalf of the manufacturer by:

Peer, 30-06-2021 Kees Tempelaars, Managing director O/

Place and date Name and function Signature



